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1
AIRCRAFT REFUEL SYSTEM PIPING

This application claims priority to GB Application No.
1012737.1, filed 29 Jul. 2010, the entire contents of which is
hereby incorporated by reference.

BACKGROUND OF THE INVENTION

The present invention concerns piping used in aircraft
refuel systems. More particularly, this invention concerns a
pipe comprising an outer section making up a pipe wall, the
pipe wall having an outer and inner surface. The invention
also concerns a method of manufacturing piping for an air-
craft refuel system.

Conventional refuel piping is manufactured from alu-
minium and extruded in lengths to suit the required fuel tank
geometry. Brackets are used, wherever needed, in order to
brace pipework. Fittings and adaptors are used to accommo-
date fuel system equipment, such as valves. FIG. 1 shows a
typical prior art fuel system piping configuration. This con-
figuration includes a high number of parts, has a high weight
and is costly to manufacture.

In the piping configuration of FIG. 1, the manufacturing
method used and the materials used result in internal skin
imperfections on the inside of the pipe. This increases the
roughness of the inside of the pipe and increases the skin
friction as the wetted area of the inside of the pipe is
increased. In order to minimise the skin friction in the pipes,
the inside of the pipe bore can be polished. However, this
manufacturing process is not particularly practicable as the
cost of the polishing process is high and it is not possible to
achieve a perfectly smooth bore pipe.

Any skin friction generated in the pipes, results in ineffi-
ciencies in the refueling process. This makes refueling
slower, resulting in increased turnaround time and subse-
quent cost for the aircraft operator. The refuel equipment also
requires more power for a given speed of refuel. This is
sometimes not possible and, in any case, increases the cost for
the refueling operator.

The present invention seeks to mitigate the above-men-
tioned problems. Alternatively or additionally, the present
invention seeks to provide an improved pipe for an aircraft
refuel system. Alternatively or additionally, the present inven-
tion seeks to provide an improved method for manufacturing
pipe for an aircraft refuel system.

SUMMARY OF THE INVENTION

The present invention provides, according to a first aspect,
a pipe for an aircraft refuel system, the pipe comprising an
outer section making up a pipe wall, the pipe wall having an
outer and inner surface, a surface texture on the inner pipe
wall surface, the surface texture comprising projections pro-
jecting inwards from the inner pipe wall surface towards the
centre of the pipe. The surface texture enables the drag
between the fuel flowing in the pipe and the inner pipe wall to
be reduced. The surface texture enables the refuel process to
occur more quickly and/or using less electrical power.

The pipe may run from a refuel valve assembly to a fuel
tank in the aircraft.

The pipe may be dimensioned according to the fuel flow
rate and pressure it is expected to experience in use. The pipe
may have a bore (internal) diameter of 2.5 inches or less. The
pipe may have a bore diameter of 2 inches, or even 1.5 inches
or less. As the pipe bore diameter is reduced, the surface
texture has a greater effect on the fuel, as the ratio of fuel in
contact with the surface texture is increased. This gives a
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2

larger ratio of laminar boundary layer fuel compared to tur-
bulent freestream flow and therefore provides a more efficient
fuel flow velocity profile.

Preferably, the surface texture comprises a texture defining
features extending longitudinally along the length of the pipe.
The longitudinally extending features may comprise grooves,
channels, troughs, projections or peaks. More preferably, the
surface texture comprises a series of riblets, the riblets being
defined as projections extending longitudinally along the
length of the pipe.

The use of riblets in the pipe has various effects on the fuel
flow through the pipe. By amending the interior wall surface
texture, the skin friction of the fuel against the interior wall
surface is reduced and hence the drag is reduced. The use of
riblets also reduces the shear stress in the fuel. This means that
the boundary layer fuel velocity and total fuel velocity are
increased, allowing a faster refuel time. This reduces aircraft
turnaround times and gives a cost benefit to the aircraft opera-
tors. In addition, less power is needed from a refuel bowser or
hydrant in order to pump fuel into the aircraft tanks. This is
especially useful, when refueling in remote airfields where
the refuel ground equipment may have less power due to age,
wear or less frequent maintenance.

As the riblet projections extend longitudinally along the
pipe, this encourages the fuel to flow longitudinally. This
inhibits cross flow of fuel, tangentially to the pipe wall, and
inhibits the generation of streamwise vortices. The sub-vis-
cous boundary layer is thereby manipulated and laminar
boundary layer flow is promoted. This means that less Electro
Static Discharge (ESD) is generated in the fuel (as the fuel is
less turbulent) and so less charge is allowed to build up in the
fuel. In addition, the rate at which the fuel “relaxes” (dissi-
pates the ESD) is increased with the presence of riblets. This
allows the aircraft to be refueled at a higher rate, whilst still
keeping the ESD in the fuel to within acceptable levels.

Riblets may be used in bends of the pipe. Here, the riblets
improve the flow characteristics of the fuel around bends and
thus can mitigate pressure losses in the non-linear pipework.

In addition, the use of riblets acts to lessen surge pressures
in the pipe and reduces the effects of high energy large scale
outer flow structures, such as eddies.

Preferably, the ratio of the height of the riblets to the
spacing (pitch) of the riblets is approximately 2:3.

Preferably, the surface texture is formed from a layer of
conductive material, for example in the form of a foil, pref-
erably comprising silver or gold or a combination of silver
and gold. Having the surface texture made of a conductive
material allows ESD generated to be discharged to earth.
Silver reacts with sulphur in fuel and so it may be that a foil
comprising silver is provided with an additional layer on top
of' the foil layer.

Preferably, the outer section is made from a non-conduc-
tive material. Having the outer section made of a non-con-
ductive material prevents heat transfer through the pipe. It
also allows a surface texture to be formed from conductive
material, whilst also keeping the weight of the pipe low.

More preferably, the outer section is made from a compos-
ite material. This can further minimise the weight of the pipe
compared to a metallic structure. The weight saving would be
proportional to the pipe length. The pipe would also be semi-
flexible and not require bonding to the aircraft. Hence, bond-
able multiple pipe runs and single piece pipes can be created,
without the need for the support and attachment configuration
of FIG. 1. This provides an additional weight saving.

Preferably, the projections have a substantially triangular
cross-section.



US 9,272,791 B2

3

Preferably, the cross-section of the projections is not con-
stant along the length of the pipe.

More preferably, the height of at least one projection varies
along the length of the projection, such that the projections
undulate up and down along the pipe. In other words, the apex
of a projection defines a continuous, undulating ridge com-
prising mountains and valleys. This enables the riblets to
better manipulate the boundary layer.

More preferably, the peak of at least one projection varies
position transversely along the length of the projection, such
that the projections undulate sideways along the pipe. This
allows the fuel flow to be guided into an oscillatory motion to
give an oscillatory spanwise component of flow near the pipe
wall. This gives a reduction in cross flow turbulence intensity
and a drag reduction. It is understood that cross flow turbu-
lences are reduced due to the riblets mimicking the oscillatory
motion of the pipe wall. The drag reduction can be maximised
by optimising the riblet wave length (the distance along the
riblet between one sideways dip or crest of the undulating
riblet wave and the next corresponding dip or crest).

Preferably, the surface texture is coated in an anti-bacterial
coating. This prevents microbial contamination and sedimen-
tation, especially in areas in the pipe where water might
collect, for example when fuel is not being pumped through
the pipe. Preventing microbial contamination is especially
important when using a surface texture, such as riblets, as the
surface texture increases the surface area inside the pipe and
gives more opportunity for bacterial growth. Bacterial growth
can lead to acid being produced which can cause the surface
texture to become eroded. The coating should be non-reactive
with fuel, be durable given the pressures and flow rate it is
likely to experience in use and have a low surface roughness.
An SWNT (single-walled carbon particle nanotubes) coating
could be used. A layer of hexachromate could also be used.
Traditional anti-bacterial coatings are made from silver.
However, it is known that silver reacts with the sulphur in fuel.
Therefore, silver is not a suitable anti-bacterial coating.

The invention also provides an aircraft refuel system com-
prising a pipe as described above.

The invention also provides an aircraft comprising a pipe as
described above.

According to a second aspect of the invention, there is also
provided a method of manufacturing piping for an aircraft
refuel system, the method comprising the steps of applying a
surface texture layer around a mandrel, then applying an outer
pipe section layer around the surface texture layer, and then
removing the mandrel. The use of a mandrel allows the dif-
ferent layers of the pipe to be applied in turn to the mandrel,
such that when the mandrel is removed, a layered pipe is
produced. The use of a mandrel negates the need for extruding
the pipe, as in the prior art. This allows a surface texture, such
as riblets, with a varying cross-section to be produced.

Preferably, the surface texture layer is in the form of a foil
which is wrapped around the mandrel. Having the surface
texture on a foil, for example by being applied through
embossing, allows the surface texture to be applied easily to
the pipe.

Preferably, the surface texture layer has an antibacterial
coating applied to it, for example, by immersion or by spray-
ing.

Preferably, suction pressure is applied to the mandrel to
retain the surface texture layer on the mandrel.

Preferably, the outer pipe section layer is applied around
the surface texture layer by winding composite un-cured tape
around the surface texture layer and wherein the un-cured
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composite material is then cured. This provides a simple and
effective way of applying the composite outer layer of the
pipe around the mandrel.

Preferably, the mandrel is formed of inner and outer sec-
tions, wherein the surface texture layer and outer pipe section
layer are applied around the outer section, and wherein the
inner section can be removed from inside of the outer section.
This makes removal of the mandrel easier.

Preferably, the outer mandrel section is at least partially
made from open cell foam. This allows gasses to pass through
the mandre] and allow suction pressure to be applied to the
surface texture layer and allow out-gassing removal during
the curing process.

Preferably, the outer mandrel section is made up from at
least two segments linked together, wherein, upon removal of
the inner mandrel section, a first segment is removed by
moving it in a direction towards the centre of the pipe, and
wherein, upon removal of the first segment, the second seg-
ment is easily removed. This makes removal of the outer
mandrel section easier.

Preferably, the inner mandrel section has at least one flat-
tened portion on its outer surface and wherein the first seg-
ment has a corresponding flattened portion on its inner sur-
face, such that the inner and outer mandrel sections cannot
rotate with respect to each other.

A refuel valve assembly is described and claimed in UK
patent application entitled “A Refuel Control System and
Method of Refuelling” with agent’s reference “XA3065”,
having the same filing date as the present application. The
contents of that application are fully incorporated herein by
reference. The claims of the present application may incor-
porate any of the features disclosed in that patent application.
In particular, the claims of the present application may be
amended to include features relating to configuration of the
refuel valve assembly.

It will of course be appreciated that features described in
relation to one aspect of the present invention may be incor-
porated into other aspects of the present invention. For
example, the method of the invention may incorporate any of
the features described with reference to the apparatus of the
invention and vice versa.

DESCRIPTION OF THE DRAWINGS

Embodiments of the present invention will now be
described by way of example only with reference to the
accompanying schematic drawings of which:

FIG. 1 shows a plan sectional view of a prior art refuel pipe
configuration;

FIG. 2a shows a schematic cross-sectional view of a pipe
according to a first embodiment of the invention;

FIG. 2b shows an isometric view of the riblet design of
FIG. 2a;

FIGS. 3a and 35 show isometric views of alternative riblet
designs according to a second and a third embodiment of the
invention; and

FIGS. 4a to 4 show various cross-sectional views of the
pipe of FIGS. 2a and 25, during manufacture.

DETAILED DESCRIPTION

FIG. 1 shows a sectional view through a prior art refuel
pipe configuration. Two sections of pipe 1 are joined by a
coupling 3 either side of arib 4. Each section of pipe 1 has an
end flange 2 which is held within the coupling 3. The coupling
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extends through the rib 4 thereby joining the two sections of
pipe 1. This prior art pipe configuration is made of extruded
aluminium.

FIG. 2a shows a cross section through a pipe according to
a first embodiment of the invention. The pipe is depicted
generally as 100. The pipe 100 has an outer composite, non-
conductive layer 200 and an inner riblet foil layer 300. The
riblet foil layer 300 is made from a mixture of silver and gold
and on the inner surface has a series of triangular grooves,
thereby forming a riblet pattern 310. The individual riblets of
the riblet pattern 310 are labelled as 311 and each riblet has a
peak 315 with the troughs of the riblet pattern being labelled
as 314. It can be seen in FIG. 24 that the level of the troughs
314 of the riblets does not extend down to the outer surface of
the riblet foil 300/inner surface of the outer composite layer
200, labelled as 230. The level of the troughs 314 extends
down to approximately halfway down the height of the riblet
foil layer 300.

FIG. 26 shows an isometric view of the riblet pattern 310 of
FIG. 2a. Here, just the riblets 311 themselves are shown, i.e.
from the level of the troughs 314 up to the level of the peaks
315. The rest of the riblet foil 300 is not shown. It can be seen
that the riblets 311 extend longitudinally along the pipe par-
allel to the streamwise flow (represented by V). The riblets
have a height, i.e. the distance away from the wetted surface
into the fluid normal to the surface, 0f317 and a spacing to the
next riblet, i.e. the distance tangent to the local surface and
perpendicular to the flow direction, of 316.

In addition, the riblet foil 300 has an anti-bacterial coating
340 (not shown) coated on the riblets 311.

The pipe diameter is chosen in order to cope with the
required fuel flow rate and the fuel pressure required and also
to minimize system weight. In the embodiment shown in
FIGS. 2a and 25, the pipe diameter is 2 inches (50 mm). The
riblets have a height (h) 317 of 1 mm and a spacing (s) 316 of
1.5 mm. The height and the spacing are generally considered
as non-dimensionalised values with respect to the pipe diam-
eter, flow kinematic velocity and flow shear velocity. Non-
dimensionalised height and spacing are calculated as follows:

hr=h-u*/v and s*=su*/v

where:

u*=flow shear velocity=p-du/dy

v=tlow kinematic velocity=|/p

and where:

p=dynamic viscosity of the fluid (for jet fuel, this is 7.9
centistokes)

p=tluid density

u=fluid velocity

y=height of the fluid boundary layer.

In this example, h*=10 and s*=15.

In general, the height of the riblets may be between 0.5 mm
and 1.5 mm, and the spacing between 0.75 mm and 2.25 mm.

It is to be noted that in the refuel pipes, a high fuel flow and
high pressure are experienced. The Reynolds number of the
fuel flow is considered high at approximately 100,000. It is
known that friction factors decrease when riblets are used at
high Reynolds numbers and therefore riblets present in this
embodiment of the invention can give rise to a 6 to 12% drag
reduction. The riblets 311 are designed to manipulate the
sub-viscous boundary layer within the pipe.

FIGS. 4a to 4k show the various stages in the manufacture
of a pipe according to embodiments of the invention. In the
case of the embodiment of FIGS. 2a and 25, this pipe could
also be formed by extrusion as the riblets have a constant
cross-section. However, other embodiments of the invention,
as will be described later, do not have a constant cross-section

10

15

20

25

30

35

40

45

50

55

60

65

6

riblet profile. For these pipes a new method of manufacture
must be used and this will be described here.

FIG. 4a shows a mandrel assembly 400. The mandrel
assembly has an inner mandrel 430 formed of steel. The inner
mandrel 430 is in the general form of a ring with an inner
circular profile 431 and an outer substantially circular profile
432. However the outer profile is slightly flattened from a
circle shape at the top and bottom 437, 438.

Surrounding the inner steel mandrel 430 are two outer shell
formers 411, 412. These shell formers 411,412 are made of an
open cell foam and generally take the form of'a curve, with the
inner profiles matching the curvature of the outer circular
profile of the inner mandrel 430 such that the two shell form-
ers can be placed on either side of the inner mandrel 430,
against the circular profile side sections. The shell formers
411, 412 extend between the flattened top and bottom 437,
438. At each end is a notch extending outwardly from the
inner surface of the shell formers towards the outer surface.
Adjacent each notch is a notch projection 413, 414, 415, 416
extending inwardly into the centre of the mandrel assembly.

The two shell formers are joined by two key portions 421,
422. These key portions 421, 422 are made of an open cell
foam and each has a flattened portion 427, 428. These flat-
tened portions rest on the top and bottom flattened portions
437,438 ofthe inner steel mandrel 430. The key portions have
corresponding notches and notch projections 423, 424, 425
and 426 in order to link with the notch projections 413, 414,
415, 416 of the shell formers and connect the two shell form-
ers 411, 412.

Hence the assembled mandrel assembly 400 comprises,
generally, an inner steel mandrel ring 430 and an outer open
cell foam ring.

After the mandrel assembly has been assembled, it is held
at either end central to the mandrel axis.

An anti-bacterial coating 340 (not shown) is then applied to
the riblet pattern 310 surface of the riblet foil 300 by immer-
sion or spraying, in order to achieve an even distribution of
coating.

The next stage of the manufacture of the pipe is to wrap the
riblet foil 300 around the outer shell formers 411, 412. The
riblet foil 300 is applied with the anti-bacterial coating 340
and riblet pattern 310 facing inwards. The riblet foil 300 is
then retained on the mandrel assembly 400 by use of suction
pressure applied to the ends of the mandrel assembly. As the
shell formers 411,412 and key portions 421,422 are made
from an open cell foam, this allows free passage of air through
the outer ring to allow the suction pressure to hold the riblet
foil 300 in place. This is shown in FIG. 44.

As shown in FIG. 4c¢, the riblet foil 300 is then formed into
a shape taking the outer circumference of the mandrel assem-
bly 400. The riblet foil 300 is then cut to form a butt joint 330.

Once the riblet foil 300 is in place, the composite layer 200
of'the pipe can now be applied. This is shown in FIG. 4d. The
outer section 200 is formed of a tape layered composite 210
applied by wrapping a tape 220 around the riblet foil 330. The
tape 220 is then cured in the normal way of composite curing.
It is to be noted that the use of the open cell foam in the shell
formers 421, 422 allows the removal of out-gassing during
the cure process.

Once the composite has been cured to form the outer sec-
tion 200, the inner mandrel 430 can be removed by sliding.
This is shown in FIG. 4e.

Once the inner mandrel 430 has been removed, the key
portions 421 and 422 easily fall out through the centre of the
mandrel assembly 400 (where the inner mandrel 430 had
been) and can be removed. This is shown in FIG. 4f. The key
portions 421 and 422 easily fall out because the notch pro-
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jections in the key portions and the shell formers have parallel
“cut-out” lines extending perpendicularly to the flattened top
and bottom of the keys 421,422.

Once the key portions 411, 412 have been removed, the
shell formers 411, 412 can be easily removed by squeezing
them into the centre of the mandrel assembly 400, as shown in
FIG. 4g. Once these shell formers 411, 412 have been
removed, the finished component remains. This is shown in
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the separate lines system with a 2 inch diameter pipe. It can be
seen that percentage reductions in refuel time of 0.7 and 1.2
are achieved respectively.

TABLE 2b

Flowmaster Modelling Results for
Separate Line System with 2" pipe

FIG. 4h. The finished component has a tape layered compos- Refuel (psig) ~ Time(s) ~Time(min) Difference (%)
ite 210 as its outer section and a riblet foil 300 inside the outer ' Bascline FF 50 886 148 _
section. -10% FF 50 880 14.7 -0.7

In order to simulate and estimate the refuel times using pipe ~20% FF 50 875 14.6 -12
with the riblets according to an embodiment of the invention,
modelling was performed for both a pipe configuration based . Table 3a shows the refuel time for a baseline friction factor
on an existing gallery system, used in many Airbus aircraft,  and for a reduction of 10% and 20% in the friction factor for
and a proposed new separate lines system, as disclosed in UK the prior art gallery system with a 1.5 inch diameter pipe. It
patent application entitled “A Refuel Valve Assembly and  can be seen that percentage reductions in refuel time of 2.1
Method for Refuelling An Aircraft” with agents reference and 4.0 are achieved respectively.

“XA 30637, having the same filing date as the present appli- 20
cation. The contents of that application are fully incorporated TABLE 3a
herein by reference.

A skin friction reduction of 10% and 20% was assumed Flowmaster Modelling Results for Gallery System with 1.5" pipe
based on a known riblet drag reduction and a best case riblet Refuel (psig) Time(s) Time(min) Difference (%)
drag reduction capability, respectively. The average skin fric- 25 -
tion for each fuel system was found in order to give a baseline g?g%ﬁ%f; 30 1727 288 o
friction factor. This friction factor was then reduced by 10% -10% FF 50 1691 28.2 -2.1
and 20%. -20% FF 50 1658 27.6 -4.0

Table 1 shows the baseline friction factors for the different
fuel systems; the prior art gallery system using a 2 inch pipe 30 Table 3b shows the refuel time for a baseline friction factor
diameter and a 1.5 inch pipe diameter and the separate lines and for a reduction of 10% and 20% in the friction factor for
system using a 2 inch pipe diameter and a 1.5 inch pipe the separate lines system with a 1.5 inch diameter pipe. It can
diameter. The baseline friction factors are then reduced by be seen that percentage reductions in refuel time of 1.7 and
10% and 20% to give the known riblet and best case riblet ., 3 6 are achieved respectively.
drag reduction cases.

TABLE 3b
TABLE 1
Flowmaster Modelling Results for Separate
Friction Factors for Different Cases 20 Lines System with 1.5" pipe
Baseline FF -10%FF  -20% FF Refuel (psig) Time(s) Time(min) Difference (%)
Gallery System - 2" pipe 0.155 0.1395 0.0124 Baseline FF 50 1096 18.3 —
Separate Line System - 2" pipe 0.019 0.0171 0.0152 -10% FF 50 1077 180 -1.7
Gallery System - 1.5" pipe 0.0165 0.01485  0.0132 -20% FF 50 1056 17.6 -3.6
Separate Line System - 1.5" pipe 0.0193 0.0174 0.0154 45
) It can be seen that a greater percentage reduction in refuel

A flow model was then run using “Flowmaster” for the time is achieved when a 1.5 inch diameter pipe is used. This
different systems and pipe diameters using the baseline and is because at lower pipe diameters, the riblet pattern 310
10% a§121020% reduction friction factors, with a refuel pres- © influences a larger proportion of the fuel flow through the
sure o sig. .

Table 2apSh§WS the refuel time for a baseline friction factor pIpe. . . . .
and for a reduction of 10% and 20% in the friction factor for Whﬂs? the present 1nvent10.n has been dgscrlbed .and ! Ilus-
the prior art gallery system with a 2 inch diameter pipe. Tt can trated Wlth reference to pa.lrtlcular. embodlments, it Wlll be
be seen that percentage reductions in refuel time of 0.7 and appremated by those oford.lnary skill m the art that the. tven-
1.8 are achieved respectively. 55 Flon lends 1tself to many different variations not s.pe01ﬁc?111y

illustrated herein. By way of example only, certain possible

TABLE 2a variations will now be described.
FIG. 3a shows an isometric view of an alternative riblet
Flowmaster Modelling Results for Gallery System with 2" pipe pattern 310 according to a second embodiment of the inven-
Refuel (psig) Time(s) Time(min) Difference (%) 60 tion. Here. the riblets 311 do not have a constant triangular
cross-section. Instead, the peaks 315 of the riblets 311 undu-

Baseline FF 50 1221 20.4 — late up and down, and side to side (see arrow 317), so that the

-10% FF 50 1212 20.2 -0.7 peaks of the riblets create a streamwise profile of a regularly
—20% FF 30 1199 20.0 18 undulating landscape with valleys 318 and mountains 319.
65 The undulating landscape is such that the wavelength of the

Table 2b shows the refuel time for a baseline friction factor
and for a reduction of 10% and 20% in the friction factor for

riblets (the distance between equivalent points on the profile)
is 312. The riblet wavelength 312 can be varied and optimized
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based on the fuel flow velocity through the pipe. The second
embodiment as shown in FIG. 3a is expected to give a drag
reduction of 8% to 20%.

FIG. 3b shows an isometric view of another alternative
riblet pattern 310 according to a third embodiment of the
invention. Here, the riblets 311 are a series of shorter riblets
356 interspersed with longer riblets 357. The shorter riblets
356 project away from the riblet foil 300 to a height labelled
as 352. The large riblets 357 extend further into the centre of
the pipe by a height labelled as 353. The spacing between the
smaller riblets is labelled as 354 and the spacing between the
larger riblets is labelled as 355.

The riblets have a “cusped” top profile 358 such that the
shorter riblets 356 extend up to a height of 351 at a constant
angle and then have a cusped top between height 351 and
height 352. The large riblets 357 are identical to the smaller
riblets up to height 351 and from this height they cusp to the
tallest height of 353. This riblet pattern 310 produces a virtual
surface, labelled as 231.

A further alternative riblet pattern 310 is a sideways sinu-
soidally undulating pattern such that the riblet peaks 315
undulate tangentially to the interior pipe wall so that the peaks
of the riblets create a sinusoidal profile with crests and dips.
This riblet pattern is expected to give a drag reduction of up to
12%.

Other alternative riblet configurations are riblets with two-
height, multiple height, converging, diverging, varied cross-
section, varied streamwise section and even more complex
riblet profiles.

Further alternatives are that the pipe diameter could be any
diameter in order to cope with the fuel flow and pressure
required in different circumstances. For example, in a refuel
system, the pipe diameter may be between 1 inch and 3
inches, preferably between 1.5 inches and 2.5 inches.

In addition, the height, spacing and wavelengths, where
appropriate, can be optimized. In order to do this, the height
and spacing are non-dimensionalised with respect to the pipe
diameter, flow kinematic velocity and flow shear velocity, as
described previously. The ratio of h* to s* is ideally around
2:3. It is anticipated that h* should be less than 20, ideally
between 8 and 12 and that s* should be less than 30, ideally
between 12 and 18.

Where in the foregoing description, integers or elements
are mentioned which have known, obvious or foreseeable
equivalents, then such equivalents are herein incorporated as
if individually set forth. Reference should be made to the
claims for determining the true scope of the present invention,
which should be construed so as to encompass any such
equivalents. It will also be appreciated by the reader that
integers or features of the invention that are described as
preferable, advantageous, convenient or the like are optional
and do not limit the scope of the independent claims. More-
over, it is to be understood that such optional integers or
features, whilst of possible benefit in some embodiments of
the invention, may not be desirable, and may therefore be
absent, in other embodiments.

The invention claimed is:

1. A pipe for an aircraft refuel system, the pipe comprising:

an outer section making up a pipe wall, the pipe wall having

an outer pipe wall surface and an inner pipe wall surface,

a surface texture on the inner pipe wall surface, the surface

texture comprising projections projecting inwards from
the inner pipe wall surface towards a center of the pipe,
wherein the cross sectional shape of at least one of the
projections varies—along the length of the projection,
and wherein the peak of at least one projection varies
position transversely with respect to the projection,
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along the length of the projection, such that the peak of
the at least one projection undulates sideways along the
pipe.

2. The pipe as claimed in claim 1, wherein the surface
texture comprises a series of riblets, the riblets being defined
as the projections extending longitudinally along the length
of'the pipe.

3. The pipe as claimed in claim 1, wherein the surface
texture is formed from a layer of conductive material.

4. The pipe as claimed in claim 1, wherein the outer section
is made from a non-conductive material.

5. The pipe as claimed in claim 4, wherein the outer section
is made from a composite material.

6. The pipe as claimed in claim 1, wherein the projections
have a substantially triangular cross-section shape.

7. The pipe as claimed in claim 1, wherein the height of at
least one projection varies along the length of the projection,
such that the projections undulate up and down along the pipe.

8. The pipe as claimed in claim 1, wherein the surface
texture is coated in an anti-bacterial coating.

9. An aircraft refuel system comprising a pipe as claimed in
claim 1.

10. An aircraft comprising a pipe as claimed in claim 1.

11. A method of manufacturing piping for an aircraft refuel
system, the piping including a pipe comprising an outer sec-
tion making up a pipe wall, the pipe wall having an outer and
inner surface, a surface texture on the inner pipe wall surface,
the surface texture comprising projections projecting inwards
from the inner pipe wall surface towards the center of the pipe,
wherein the cross sectional shape of the projections varies
along the length of the projections and the peak of at least one
projection varies position transversely with respect to the
projection, along the length of the projection, such that the
peak of the at least one projection undulates sideways along
the pipe, wherein, said method comprising the steps of:

applying a surface texture layer around a mandrel, then

applying an outer pipe section layer around the surface
texture layer, and then

removing the mandrel.

12. A method of manufacturing piping for an aircraft refuel
system, according to claim 11, wherein the surface texture
layer is in the form of a foil which is wrapped around the
mandrel.

13. A method of manufacturing piping for an aircraft refuel
system, according to claim 11, wherein the surface texture
layer has an antibacterial coating applied to it, for example, by
emersion or by spraying.

14. A method of manufacturing piping for an aircraft refuel
system, according to claim 11, wherein suction pressure is
applied to the mandrel to retain the surface texture layer on the
mandrel.

15. A method of manufacturing piping for an aircraft refuel
system, according to claim 11, wherein the outer pipe section
layer is applied around the surface texture layer by winding
composite un-cured tape around the surface texture layer and
wherein the un-cured composite material is then cured.

16. A method of manufacturing piping for an aircraft refuel
system, according to claim 11, wherein the mandrel is formed
of inner and outer sections, wherein the surface texture layer
and outer pipe section layer are applied around the outer
section, and wherein the inner section can be removed from
inside of the outer section.

17. A method of manufacturing piping for an aircraft refuel
system, according to claim 16, wherein the outer mandrel
section is at least partially made from open cell foam.

18. A method of manufacturing piping for an aircraft refuel
system, according to claim 16, wherein the outer mandrel
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section is made up from at least two segments linked together,
wherein, upon removal of the inner mandrel section, a first
segment is removed by moving it in a direction towards the
centre of the pipe, and wherein, upon removal of the first
segment, the second segment is easily removed. 5
19. A method of manufacturing piping for an aircraft refuel
system, according to claim 18, wherein the inner mandrel
section has at least one flattened portion on its outer surface
and wherein the first segment has a corresponding flattened
portion on its inner surface, such that the inner and outer 10
mandrel sections cannot rotate with respect to each other.

#* #* #* #* #*
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